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Installazione e configurazione E-MailRelay

1 Installazione relay

Eseguire il download del pacchetto di instalazione da qui: http://emailrelay.sourceforge.net/

(2 Alast

Scompattato il pacchetto, per installare il relay su PC eseguire il programma emailrelay-setup.exe, e seguire le

schermate di impostazione che Vi guideranno nella configurazione.

La prima schermata riporta le informazioni sul programma:

— emailrelay-setup

E-MailRelay
This program is free software: you can redistribute it andfor modify

it under the terms of the GNU General Public License as published by
the Free Software Foundation, either version 3 of the License, or
(at your option) any later version,
This program is distributed in the hope that it will be useful,
but WITHOUT AMY WARRANTY; without even the implied warranty of
MERCHANTABILITY or FITMESS FOR A PARTICULAR PURPOSE. See the
GMU General Public License for more details.

Copyright (C) 2001-2019 Graeme Walker

Cancel < Back Mext =

Einish
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Segue poi le informazioni sulla licenza che vanno accettate:

— emailrelay-zetup ? x

License

GHT GEHERAL PUBLIC LICENSE s
Verszion 3. 29 June 2007

Copyright (C) 2007 Free Software Foundation., Inc. <http:ssf=f orgs:
Evervone i= permitted to copy and distribute verbatim copies
of thi= license document,. but changing it i= not allowed.

Freamnble

The GHT General Public Licen=e i= a free. copvleft licen=e for
zoftware and other kinds of works.

The licenses for most =oftware and other practical work=s are designed
to take away vour freedom to share and change the works. By contrast.
the GHUT General Public Licen=e is intended to guarantes wour fresdom to
zhare and change all wversion= of a program—to make sure it remains free
=oftware for all its users. We., the Free Software Foundation. use the
GHU General Public License for most of our software; it applie=s also to
any other worlk released this way by it= authors. You can apply it to
vOoUr Dprogramns, too.

When we speal of free soitware, we are referring to freedom. not
price. Our General Public Licenses are designed to make sure that wou
have the freedom to distribute copies of free software (and charge for
them 1f wou wish). that yvou receive =ource code or can get 1t 1f vou
want i1t., that wou can change the software or use pieces of it in new
freer mrhoram=  and that wou know wonn can Ao the=ss thina= w7
£ >

I agree to the terms and conditions of the license

Cancel = Back Mext = Einish
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Finestra impostazione cartelle di appoggio dati programma

— emailrelay-setup ? x
Directories

Installation directory
Directary: |C:1|,P'rn::|grarn Files\E-MailRelay | | Browse
Spool directory
Directory: |C:\PrngramDaEH,E-rﬂaiIF‘.Elay‘nspml | Browse
Configuration directary
Directory: |C:\PrngramDa13‘n,E—MailF‘.Elay | Browse

Run-time directory

Directory: |C:\ProgramDa1ﬁ\,E—Mai|F‘.Elay | Browse

Cancel = Back Mext = Einish

Di solito si accettano le cartelle proposte di default.
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Finestra tipo installazione

(2 Alast

P

emailrelay-setup

Installation type

Server

|:| POP3 server
SMTP server

Mail forwarding

(®) Synchronously

() When dient disconnects

() Chedk periodically Every

() only on demand

Cancel

hour

= Back

Mext >

Einish

Per inviare le eMail occorre attiivare il server SMTP e selezionare l'invio sincrono. Ogni volta che il programma riceve
una eMail Iprovvede immediatamente all'inoltro sul server definito.
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Finestra impostazione parametri server SMTP.

— emailrelay-setup ?

SMTP server

Local server

Part: |25

Authentication

Require authentication

Account

Mame: |Elsist |

Password; |nn“ |

Exemptions

IF address: | |

TLS/S5L encryption
[ ] offer TLS/S5L encryption

Certificate: Browse

Cancel = Back Mext = Einish

Occorre impostare la porta a cui il server risponde e le credenziali di accesso.
Non selezionare la crittografia.
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Finestra impostazione parametri SMTP client per connessione al server SMTP di inoltro.

(2 Lt

— emailrelay-setup

Remote server

SMTP client

Hostname: |smtp.gmail.n:um

| Part: |587

Authentication

Supply authentication

Account

Mame: |Elsistsr|@gmail.mm

Password; |nnnu"-

TLS/S5L encryption

se TLS/S5L encryption

(®) STARTTLS

Cancel

() Tunnel (smtps)

= Back Mext =

Einish

Occorre impostare i parametri di connessione verso il server SMTP di inoltro eMail. In questo caso ad esempio si
inoltrano le eMail ricevute verso Gmail fornendo 'autenticazione del proprio account.
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In questa finestra possono essere definiti eventuali filtri da applicare sulle eMail ricevute.

(2 Lt

— emailrelay-setup

Filters

Server

[ ] Filter

Filter script:

Client
[] client filter

Filter script:

Cancel = Back

Mext >

Einish
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In questa finestra si definiscono le regole di logging.

(2 Lt

— emailrelay-setup

Logging

Level

Verbose logging

Debug messages

Qutput
Write to the system log
Write to log file

Log file: |C:\ProgramData‘\E-MailRelayemairelayJog-36d. tut

Cancel

= Back

Mext >

Einish
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Finestra definizione regole connessione.

(2 Lt

— emailrelay-setup

Connections

Listen on
(® All interfaces

() One Interface:

Clients

Allow remote dients

Cancel

= Back Mext = Einish

Si definiscono le interfacce di rete su cui il serve accetta la connessione.
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Definizione metodo di avvio.

— emailrelay-setup ? x

Server startup
Automatic

At system startup
[ ] when logging in
Manual

Add to start menu
Add to desktop

Cancel = Back Mext = Einish

Si definisce come viene avviato il servizio, nell’esempio si avvia all’avvio del PC.
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1 Utilizzo relay

Ora il nostro servizio di relay & attivo, inviando con il FB EmailSend la mail al nostro server interno, verra eseguito il
reinvio al server remoto definito (Nell’esempio Gmail) il quale la rinviera al destinatario desiderato.
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2 Modifica configurazione

Eseguita l'installazione se si sono scelti i percorsi di default per eseguire il programma usare il comando:
C:\ProgramData\E-MailRelay\emailrelay-start.bat

Per eseguire I'interfaccia GUI di configurazione utilizzare il comando:

C:\Program Files\E-MailRelay\emailrelay-gui.exe

Per verificare che il servizio sia attivo, provare a connettersi alla porta specificata (Default 25) con I'utilty Terminal di
Toolly.

/ Toolly by ELSIST 5l - [Terminal] — O >
o File Utilities Devices Window Help N
220 DESKTOP-SELFSHZ -- E-MailRelay V2.3 -- Service ready IUdp Client Server =
I . s
250 oK Serial  Tep Client  Tep Server P
250 COKE Config
192.168.1.162 IP
25 Port Clear
Send file
Teminal
ASCII
B T
B R

] Stop ~
)| Connection: 152.168.1.162 : 25

| Start

105) Log to file ™ not active

[rowi0B/2022 15:

Commands  Timed Commands

Load Commands Save Commands

coPsaDs oA H|/| Cmd1 |

Ed inviando il comando:
NOOP<CR><LF>

Si avra la risposta
250 OK
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