euro-block

product specification
L
Electrical
Standard uL IEC
2, 08XX Rated voltage 300V 370V
5. 0XX . . Rated current 15A 204
hr-_ l _.i.j Contact resistance 20m
t I T Insulation resistance  S00MO/DCSD0V
i i i | | I 8. 30 Withstanding voltage  AC2000V/1 Min
| | | Wire range 28-14 AWG 2.5sgmm
i : i o 7 5 L Mechanical
i i i o o Torque 0,5Nm (4,5Lbin)
] 1 T — | TR Temp. Range -40°C + 105°C
; ; i | ] e b o Stripping lenght: 7-8 mm
i i i I Dimensions
| Pitch 5-5.08 mm
80 'Illl - 18. 10 Poles 2424
SECTION A-A Material
Housing PAGE, UL9AVD
Clamp Phosphore Bronze, Nikel plated
Wire guard Brass Nikel plated
Screws M3 Steel Zinc plated
Schema generale del codice di ordinazione/General description of ordering code
Series |In. p_ului-f pitch | lversion| |color '.‘l.li_tﬂn‘l.
VocnafVarien Suafoue crF || 2¢24 |[5-5.08
. i i FLTE ] aifafmig
TOLERANCES EXCEPT AS NOTED
linear dimension filletl chanfer |2 shortaglesid|=| — & N L
over| over| over| over over over | over | over over| over| over FIRST ANGLE PROJECTION
mm Ad
arigle| |6 |30 | 120 | 480 6 10 |50 [120 5 (30 [120 onsmn| _ size SoALE = &
range |to [to |to [to Jto |oll Jto [te Jto |to |to |to Jal|te [to |to |to I
6130 |120]480 b 10 {50 |120 5 |30 |120 . euro-block CRF-5/5.08
tolerancel +0.1]40.2 | £0.3| £0.5|{£0.9|+0.2[£05] £1 | 1* [ 30'] 20'| 10" |0.5]0.025|0.06]0.12| 0.4




