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CERTIFICATE 
No. 210 072237 0114 Rev. 00 

Holder of Certificate: Shenzhen INVT Electric Co., Ltd. 

Certification Mark: 

Product: 

INVT Guangming Technology Building, Songbai Road 
Matian, Guangming District 
518106 Shenzhen 
PEOPLE'S REPUBLIC OF CHINA 

Safety components 

0 
\7 
Product Service 

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition the certification holder must not transfer the certificate to 
third parties. See also notes overleaf. 

Test report no.: 

Valid until: 

Date, 2019-10-25 
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2024-10-24 

( Peter WeiB ) 
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Product Service 

CERTIFICATE 
No. 210 072237 0114 Rev. 00 

Parameters: 

Tested 
according to: 

Factory(ies): 

Model(s): 

Key 

Product abbreviation 

Rated power 

Voltage class 

Additional remark 1 

Additional remark 2 
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No 

I 

II 

Ill 

IV 

V 

Temperature range: -10°C ~ +40°C 
Humidity: Below 90% RH 
Altitude: Below 2000m 
Safety function: PLd/PLe, CAT3, SIL2/SIL3 depending on model 
(see nomenclature) 

IEC 62061 :2005 
IEC 62061 :2005/AMD1 :2012 
IEC 62061 :2005/AMD2:2015 
EN 62061 :2005/A2:2015 
ISO 13849-1 :2015 
EN ISO 13849-1 :2015 
EN 61508-1 :2010 
EN 61508-2:2010 
IEC 61508-1:2010 
IEC 61508-2:2010 
IEC 61800-5-2:2016 
EN 61800-5-2:2017 
IEC 61800-5-1 :2007 
IEC 61800-5-1 :2007/AMD1 :2016 
EN 61800-5-1 :2007/A1 :2017 
EN 61326-3-1:2017 
EN 61800-3:2004/A 1 :2012 

096972 

Goodrive GD20 

GD20 - 055G - ~ - B - EU 
I II Ill IV V 

Instruction Content 
Abbreviation for 

GD20: GD20 is short for Goodrive20 
product series 
Power range + 055: 55kW; 
load type G - Constant torque load 

S2: 1PH 220V (-15%) ~240V(+10%) or 200V-240V 
Voltage class 2: 3PH 220V (-15%) ~240V(+10%) or 200V-240V 

4: 3PH 380V (-15%) ~440V(+10%) or 380V-480V 
Null: Built-in braking unit is standard configuration for 

Built-in braking 
models <37kW 

unit Built-in braking unit is optional for 
-B models >45kW, -B is its built-in braking 

unit model 
EU: Built-in safety torque stop function 
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CERTIFICATE 
No. 210 072237 0114 Rev. 00 

Rated value 

Model Rated input 
Output 

power (kW) 
GD20-0R4G-S2-EU 1PH 0.4 
GD20-0R7G-S2-EU 220V (-15%) 0.75 
GD20-1 R5G-S2-EU ~240V (+10%) 5.1 
GD20-2R2G-S2-EU or 200V-240V 2.2 
GD20-0R4G-2-EU 0.4 
GD20-0R7G-2-EU 0.75 
GD20-1 R5G-2-EU 3PH 5.1 
GD20-2R2G-2-EU 

220V (-15%) 
2.2 

GD20-004G-2-EU 
~240V (+10%) 

4 or 200V-240V 
GD20-5R5G-2-EU 5.5 
GD20-7R5G-2-EU 7.5 
GD20-0R7G-4-EU 0.75 
GD20-1 R5G-4-EU 5.1 
GD20-2R2G-4-EU 2.2 
GD20-004G-4-EU 4 
GD20-5R5G-4-EU 5.5 
GD20-7R5G-4-EU 7.5 
GD20-011 G-4-EU 11 
GD20-015G-4-EU 15 
GD20-018G-4-EU 5.18 
GD20-022G-4-EU 3PH 22 
GD20-030G-4-EU 380V (-15%) 30 
GD20-037G-4-EU ~440V (+10%) 37 
GD20-045G-4-EU or 380V-480V 45 
GD20-045G-4-B-EU 45 
GD20-055G-4-EU 55 
GD20-055G-4-B-EU 55 
GD20-075G-4-EU 75 
GD20-075G-4-B-EU 75 
GD20-090G-4-EU 90 
GD20-090G-4-B-EU 90 
GD20-11 OG-4-EU 110 
GD20-11 OG-4-B-EU 110 
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Input 
current (A) 

6.5 
9.3 

15.7 
24 
3.7 
5 

7.7 
11 
17 
21 
31 
3.4 
5.0 
5.8 
13.5 
19.5 
25 
32 
40 
47 
51 
70 
80 
98 
98 
128 
128 
139 
139 
168 
168 
201 
201 

Output 
current (A) 

2.5 
4.2 
7.5 
10 
2.5 
4.2 
7.5 
10 
16 
20 
30 
2.5 
4.2 
5.5 
9.5 
14 

18.5 
25 
32 
38 
45 
60 
75 
92 
92 
115 
115 
150 
150 
180 
180 
215 
215 

0 
~ 
Product Service 

STO function 

SIL2 PLd 
CAT.3 

SIL2 PLd 
CAT.3 

SIL3 PLe 
CAT.3 

SIL2 PLd 
CAT.3 

SIL3 PLe 
CAT.3 
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Zertifiziervertrag 
Grundlage für die Zertifikatserteilung ist die Prüf­
und Zertifizierordnung von TÜV SÜD Product 
Service. 
Mit Erhalt des Zertifikates erkennt der 
Zertifikatsinhaber die jeweils gültige Fassung der 
Prüf- und Zertifizierordnung an (www.tuev­
sued.de/ps_regulations) und wird somit Partner im 
Zertifiziersystem von TÜV SÜD Product Service. 

Certification contract 
Certification is based on the TÜV SÜD Product 
Service Testing and Certification Regulations. 
On receipt of the certificate the certificate holder 
agrees to the current version of the Testing and 
Certification Regulations (www.tuv­
sud.com/ps_regulations) and thus becomes partner 
in the TÜV SÜD Product Service Certification 
System. 
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Contrato de certifica�äo 
A certificagäo se baseia nos Regulamentos de 
Testes e Certificagäo do Grupo TÜV SÜD. 
Ao receber 0 certificado, 0 Fornecedor, titular do 
certificado concorda com a versäo atual dos 
Regulamentos de Testes e Certificagäo do Grupo 
TÜV SÜD (www.tuv-sud.com/ps_regulations) e 
assim, torna-se parceiro no Sistema de Certificagäo 
de Produtos e Servigos TÜV SÜD. 

Prinzipielle Voraussetzung für die Gültigkeit 
des Zertifikates: 
• Gültigkeit der zitierten normativen 

Prüfgrundlage(n) ist gegeben 
und zusätzlich bei Zertifikaten mit Berechtigung 
zur Verwendung eines Prüfzeichens bzw. bei 
Zertifikaten für OM-Systeme: 
• Voraussetzungen für vorschriftsmäßige 

Fertigung werden eingehalten. 
• Die Fertigungs- bzw. Betriebsstätten werden 

regelmäßig überwacht. 

Requirernents for the validity of the certificate 
in principle: 
• Validity of the quoted test standard(s) 
In addition, for certificates with the right to use a 
certification mark and for OM certificates: 
• Conditions for an adequate manufacturing are 

maintained 
• Regular surveillance of the facility is performed 
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Requisitos para a validade do certificado (ern 
principio): 
• Validade da(s) norma(s) de ensaio(s) 

referenciada( s). 
Adicionalmente, para os certificados com 0 direito 
ao uso da marca de certificagäo e para certificados 
de SG: 
• Condigöes de fabricagäo adequada estäo 

mantidas. 
• Auditoria de monitoragäo realizada 

regularmente. 


