MT8091XE

HMIwith 9.7" TFT Display

4-wire Resistive Type
Accuracy Active Area Length(X)£2%, Width(Y)+2%

32 bits RISC Cortex-A8 1GHz

PCB Coating
Enclosure




MT8091XE

Dimensions WxHxD 260.6 x 203.1 x 36.5 mm

Panel Cutout 248.5 x 191 mm

Weight Approx. 0.85 kg

Mount Panel mount, VESA mount 75 x 75 mm

Certificate CE CE marked

Software Features

History Data Size 120MB

Embed PLC Tag Information in Project v

Enhanced Security v

Operation Log / Operation View v

Audio Output N/A

USB CAM v

Combo Button v

Picture View v

Recipe Import/Export v

Download Project via USB Cable N/A

Download Project via Ethernet v

EasySystemSetting v
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Side View

Cutout Dimensions

a.|Fuse

VESA 75 mm Screw Holes

Power Connector

COM2 RS-4852W/4W, COM3 RS-4852W, CAN Bus

e|comt Rs-232

USB HostPort

g.|Ethernet Port
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Bottom View

Pin Assignment:
COM1[RS232] 9Pin, Male,D-sub

Symbol | com1 [RS232]

1 Not used

2 RxD Received Data

3 TxD Transmitted Data

4 Not used

5 GND Ground

6 Not used

7 RTS Ready to send output
8 CTS Clear to send input
9 Not used

Ordering Information

U MT8091XE:

9.7" 1024 x 768 TFT LCD HMI, Built-in 512 MB flash memory / 256 MB

DDR3 RAM
QO FLZ485000:

Multi-connector cable COM2 [485] (Labeled COM1 [RS485]) / COM3

[485] / CAN Bus

COM2[RS485] / COM3 [RS485] / CAN Bus 9 Pin, Female, D-sub
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